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1 Seznameni se s WiFi routerem tp-link TL-

WR902AC
1. 1 Zakladni parametry

Parametry WiFi routeru tp-link TL-WR902AC, ktery jste dostali fyzicky k dispozici pro
cviCeni jsou uvedeny na webu zafizeni, viz https://www.tp-link.com/cz/home-

networking/wifi-router/tl-wr902ac/#specifications nebo
https://www.tp-link.com/en/search/?q=TL-WR902AC&t=product&p=1

Zéakladni parametry:

WIRELESS
Wi-Fi 5
Standards IEEE 802.11ac/nfa 5 GHz
|IEEE 802.11n/b/g 2.4 GHz
AC750
WiFi Speeds 5 GHz: 433 Mbps (802.11ac)
2.4 GHz: 300 Mbps (802.11n)
2 Bedroom Houses
WiFi Range )
2x Fixed Antennas (Internal)
Medlum
WiFi Capacity Dual-Band
Allocate devices to different bands for optimal performance
Router Mode
Access Point Mode
Working Modes Range Extender Mode
Client Mode
Hotspot Mode (WISP Mode)
HARDWARE
Processor Single-Core CPU
Ethernet Ports 1% 10/100 Mbps WAN/LAN Port
1x USB 2.0 Port
Supported Partition Formats:
NTFS, FAT32
USB Support
Supported Functions:
FTP Server
Media Server
Reset Button
Buttons .
Mode Switch
Power 5V=2A


https://www.tp-link.com/en/search/?q=TL-WR902AC&t=product&p=1
https://www.tp-link.com/cz/home-networking/wifi-router/tl-wr902ac/#specifications
https://www.tp-link.com/cz/home-networking/wifi-router/tl-wr902ac/#specifications

SECURITY

WEP
WiFi Encryption WPA
WPA2

SPI Firewall

Access Control

IP & MAC Binding
Application Layer Gateway

Network Security

1% 5 GHz Guest Network

Guest Network

1% 2.4 GHz Guest Network
SOFTWARE
Protocols IPva

IPv6

URL Filtering

Parental Controls

WAN Types

Quality of Service

NAT Forwarding

IPTV

DHCP

DDNS

Management

Time Controls

Dynamic IP
Static IP
PPPoE
PPTP
L2TP

QoS by Device

Virtual Server
Port Forwarding
Port Triggering
DMZ

UPnP

IGMP Proxy

Address Reservation
DHCP Client List
Server

NO-IP
Comex
DynDNS

Tether App
Webpage
Check Web Emulator>



PHYSICAL

Dimensions (WxDxH)

Weight

Package Contents

OTHER

System Requirements

Certifications

Environment

TEST DATA

WiFi Transmission Power

WiFi Reception
Sensitivity

291%x264x0.87in
(74 % 67 » 22mm)

56.7g

Wi-Fi Router TL-WR902AC
Power Adapter

RJ45 Ethernet Cable
Quick Installation Guide

Internet Explorer 11+, Firefox 12.0+, Chrome 20.0+, Safari 4.0+, or
other JavaScript-enabled browser

Cable or DSL Modem (if needed)

Subscription with an internet service provider (for internet access)
FCC, CE, RoHS

Operating Temperature: 0°C~40°C (32°F ~104°F)
Storage Temperature: -40°C~70°C (-40°F ~158°F)
Operating Humidity: 10%~90% non-condensing
Storage Humidity: 5%~90% non-condensing

CE:
<20dBm(2.4GHz)
<23dBm(5GHz)

11a 54M: -76dBm; 11ac VHT20 MCS8: -70dBm;
11ac VHT40 MCS9: -65.5dBm; 11ac VHT80 MCS9:
-61.5dBm

24GHz:

11g 54M: -76dBm11n; HT20 MCS7: -74dBm;

11n HT40 MCS7:-71dBm

Podrobné parametry a doporu€ena nastaveni viz pfilozeny 215-ti strAnkovy manual



Tip pro geeky a naopak Uplné béZzné uZivatele dbajici ve zvySené mife na
bezpecnost — skvély Cesky produkt Turris Omnia, viz https://www.turris.cz/cs/omnia/

predstaveni/

Automatické update a upgrade, moznost nastaveni Uplné vSeho, na co si Clovék

vzpomene i o ¢em nikdy v Zivoté neslySel ©

USE3.0

Gbit WAN

klec na SFP modul
GPIO konektor
zalozni RTC baterie

8 GB eMMC

slot pro SIM kartu

WLE900VX - dvoupasmova
3x3 MIMO 802.11ac

WLEZ00NZ - jednopasmova
2x2 MIMO 802.11bgn

mini PCle/mSATA

2% mini PCle
USE 3.0
12 prograr Inyeh LED

Specifikace

reboot/reset/rollback tlagitke
5x Ghit LAN

napdjeci konektor

piné managovatelny
Gbit switch &ip

1.6GHzd

b
procesor ARMvT

2 GB DDR2 RAM
konektor sériové konzole

ovladac jasu LED


https://www.turris.cz/cs/omnia/predstaveni/
https://www.turris.cz/cs/omnia/predstaveni/

Procesor 1.6 GHz dvoujadrovy ARM
RAM - DDR3 2GB

Ulozista 8 GB flash

LAN port 10/100/1000 Mbps (RJ-45) 5x

WAN port 10/100/1000 Mbps (RJ-45) v

SFP v

USB 3.0 2x

mPCle slot 2x

mSATA / mPCle v

Wi-Fi (mPCle) 3x3 MIMO 802.11ac, 2x2 MIMO 802.11b/g/n
SIM slot v

Rozméry § x H x V (mm), bez antén

190 x 135 40

Hmotnost (g) 1180

Provozni teplota 0 aZ 40 °C (40 aZ 104 °F)
Relativni vihkost 10az90%
Zaruka 2 roky

Viechny informace o Turris Omnia najdete v datasheetu (PDF, 2.1 MB).

1. 2 Zakladni pracovni rezimy WiFi routeru tp-link
TL-WR902AC

Standardni bezdratovy router — volba na pfepinaci ,Share ETH"

Mode
Switch

@ Share ETH

@ Share Hotspot

o APIRNg Ext/
Client




Access Point — volba na prepinaci ,AP/Rng Ext/Client"

Wired Router| Iy

Extender — volba na prepinaci ,AP/Rng Ext/Client"

Host AP

Klient — volba na pfepinaci ,AP/Rng Ext/Client*

-]




Host AP

S\

Public Hotspot

=k

2 Nastaveni WiFi routeru tp-link TL-
WR902AC

1) Vybalime z krabice, pfepina¢ dame polohy ,Share ETH", pfipojime do pevné
ethernetové zasuvky a do rozvodné sité



SWich

@ Share ETH
@ Share Holtspot
.mm £xh)

2) Pripojime se k nové vzniklé WiFi, jejiz SSID najdeme na spodni strané WiFi
routeru:

Tedy napf. na TP-Link_2093. Sit' je uzZ od vyrobce primarné zabezpecena Sifrovanim
WPAZ2, tedy objevi se okno

A Wi-Fi sit ,TP-Link_2093" poZaduje heslo WPA2.

@ (této Wi-Fi siti se také miizete phipojit tak, e umistite Mac
&5 pobliz cdemknutého iPhonu, iPadu nebo Macu, které jsou
k siti pfipojené a maji vas ve svych kontaktech.

Heslo: I I

|| Zobrazit heslo
Zapamatovat si tuto sit

? Zrusit Pripojit

kam zadame heslo ,,10757246", které jsme opsali ze spodni strany WiFi routeru:
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ﬁ Wi-Fi sit , TP-Link_2093" poZaduje heslo WPA2.

@™y | 1sto Wi-Fi siti se také miZete pfipojit tak, e umistite Mac
o pobliz odemknutého iPhonu, iPadu nebo Macu, které jsou
k siti pfipojené a maji vas ve svych kontaktech.

Heslo: |10757248| |

Zobrazit heslo
| Zapamatovat si tuto sit

? Zrusit Pripojit

[ =

Klinneme na ,Pfipojit".

3) Spustime internetovy prohlize€ a zadame adresu http://192.168.0.1/

Do okna pak napiSeme ,admin*, ,admin®

ees M < » L)} 192.168.0.1 & g + 0
o ” AC750 Wi-Fi Travel Router
- tp-link Model No. TL-WRS02AC

ese M < > )] 192.168.01 e t +

ACT750 Wi-Fi Travel Router

Model No. TL-WRS02AC

Quick Setup - Start Quick Setup Help

Network parameters 1 get a connection

Wireless 2. 4GHz
you can stll finish the sattings easdy. f you are
Run the Quick Setup to manually configul Intemet connection and wireda: L
Wireless 5GHz e kit 1 an expert, you can alsa choose 1o set whal you

T continue. please click the Next butten. want in the menu rather than 1o use this.
To exit, please cick the Exit button. Ciick the Next bution to continue.

Guest Natwork
DHCP

USE Settings
Forwarding Exit ] Moxt )
Security

Parental Controls
Access Control
Advanced Routing
Bandwidth Control
IP & MAC Binding
Dynamic DNS
IPvG

System Tools

Logout
|
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Prvni véc, kterou provedeme, je velice dilezita zména uzivatelského jména a

hesla pro pfistup k nastaveni:

o : ACT750 Wi-Fi Travel Router
- I:p-Ilnk Model No. TL-WRS02AC
Status
Quick Satup
Gperation Mode Pasaword Password Help
1 is strangly recommended that you change the
Hetwork defaull user name and password af the
Wiraless 2.4GHz Usemame and password can contain betwsen 1 - 32 characiens and may nol inchude spaces. "m"r.“: o for the
Wireless 5GHz O Liser Name: AUIVY i
Passwond Neto: The new user name ard password must
SNk Hhateoe: % ot excosd 32 charactyrs i lengh and st not
Include any spaces. ew
DHCP New Uiser Name: Iwica 6 conBmiL,
M58 Settngs Mew Pasework Glck the Save buston when finished.
Fooardng Confirm passwort: (Gick the Cleas Al busion 1 claar al.
Security
Parental Controls.
Access Control R
Advanced Routing
Bandwidth Cantrol
1P & MAC Binding
Dynamic DNS

IPvE

~Time Sattings

- Diagnostic

- Fimmware Lipgrade
- Factory Defaulls

- Backup & Restors
- Reboot

- Password

- System Log

- Statistics

Logout
|

Dulezité je zménit jak uZivatelské jméno, tak heslo.

DalSim krokem by mél byt zakaz bezdratového pfistupu k nastaveni WiFi routeru,
tedy pokud bezdratovy pfistup k nastaveni z néjakého vaznéjSiho ddvodu
nepotiebujeme, aby se nam o to nemohl ¢asem pokousSet néjaky ,Sikovny soused“ ©
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Nyni mdzeme nastavit poZadované vlastnosti. Zacnéme zazalohovanim nastaveni:

System Tools -> Backup a uloZime soubor s nastavenim.

ACT750 Wi-Fi Travel Router

10 tp-link Model No. TL-WR902AC

Status

Quick Setup

Operation Mode Backup & Restore Backup & Restore Help
- Cick the Backup bulton lo save all

Network uuﬂmnu“ settings o your local computer as

afile.

Wireless 2 4GHz Backup ] . .

Wireless 5GHz these s
T — You can restore a previously saved configuration bin file,

> Flle:  Vybrat soubor neni vybran Eadny soubor Restore * Click the Browsoe button to find the

DHCP : configuration file which you want to

USE Setlings ommmxmmmu:

Forwarding 1he one you have input or selected in the

Securl
ey 4 Note: The current configuration wil be covered

Parental Controls with the uplcading configuration file. WWrong
—_— process will lead the device unmanaged. The

Access Control restoring process [asts for 20 seconds and the
e —— device will restant automatically then. Keep the

G RouY power of the device on during the process, In

Bandwidth Contral case of any damage.

IP & MAC Binding

Dynamic DNS

IPvE

Time Seitings
- Diagnostic
- Firmware Upgrade
- Faciory Defaulls
- Backup & Restore
- Reboot
- Password
- System Log
- Statistics

Logout

Dale upgradujeme firmware. Podivame se na System Tools -> Firmware Upgrade

o - ACT50 Wi-Fi Travel Router
B ] tp-link Model No. TL-WR902AC
Status
Quick Setup
i Firmware Upgrade Hel
Operation Mode Firmware Upgrade pg p
To upgrade the device's firrware, follow these
Metwork Instructions:
Wireless 2.4GHz Firmware File Path:  Vybrat soubor  noni vybran fadny soubor 1. Download @ most recent fimware
P o e — file from our website
Wireless S5GHz Firmware version:  0.9.1 0.3 v0089.0 Build 191018 Rel. 34369n(4555) (i tp-link com ).
Guest Network Hardware version:  TL-WRS0ZAC v3 00000001 2 a“:“.:’“i 14 paih name vinera you
DHCP computer into the File Name blank.
| ik EE—— 3. Click the Upgrade button.
USB Setti 4. The device wil reboot while the
i Upgrade upgrading has been finished.
Forward|
ing Firmware Version - Displays the cument
Security firmware
Parental Controls Hardware Version - Displays the curent
| T hardware version. The hardware version of the
Access Control upgrade fle must accord with the cument
e hardware version.
Advanced Routing
B s Mote: The firmware version must correspond to
Bandwidth Centrol the hardware. The upgrade process takes a few
| —rrarrreTare e moments and the device restarts aulomatically
1P & MAC Binding when the upgrade |s complete, It Is important to
Dynamic DNS keep power applied during the entire process.
Loss of power during the upgrade could damage
[re the device.
- Time Settings
- Diagnostic
- Firmware Upgrade
- Factory Defaults

- Backup & Restore
- Reboat

- Password

- System Log
- Stalistics
Logout

A ze stranek www.tp-link.com si stihneme posledni verzi firmware.
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Velice dllezité je vybrat spravné parametry, jinak si WiFi routeru mizeme vyrobit
pouze okrasny predmét bez pdvodni funkce. Vidime, Ze mame HW verzi 3, tedy
vybereme V3

This site uses cookies. By continue to browse the site you ere agreeing o our uses of cookies: Don't show again Learn more.

.'o tp-link DOMACI SiT CHYTRA DOMACNOST BUSINESS ISP Gk
(2) Kestazen Stahnout pro TL-WR902AC V3
i
@ asto Kadierd dotazy Prosim zvolte si hardwarovou verzi: |
va v ?
@ Forum technické podpory > Jak zjisti hardwarovou verzi vaseho TP-Link zafizen(?
Kontaktowini tachnicks Modely a hardwarové verze se iS5 v zavisloti na regionu. AC750 Bezdratovy router na
podpory Prosim ujistéte se o detailech pokud zvaZujete nakup. cesty
TL-WRS02AC
e Seznam kompatibility Product Overview
TL-WRO02AC(EU)_V3_Datasheet £
@ Emulétory TP-Link Dokument

Portable Router(EU2-16Langagues) =

e Router{EU1-13Languages)_Quick Installation

TL-WRB02AC(EU)_V3_Quick Installation Guide £
TL-WRS02AC(EU)_V3_User Guide =

PETTE | necostesicotazy || Fimware [ Kompativilta

[ oprcode || Emustory |

Setup Video

What should | do if | cannot access What should | do if | cannot access
the internet? - Using a DSL modem the internet? - Using a cable modem
and a TP-Link router and a TP-Link router

If you can't access the internet using a DSLr If you can't access the internet using a cable

Ziistit vice 4" Zjistit vice 4"

Dale pak ,Firmware* a stahneme si pfislusny soubor, v tomto pfipadé sloZzku se
souborem , TL-WR902ACv3_EU_0.9.1_0.3 up_boot[191018-rel34369].bin".
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Setup Video Nej&astéjsi dotazy Kompatibilita
GPL Code Emulatory
Firmware
A firmware update can resolve issues that the previous firmware version may have and improve its
current performance.
To Upgrade

IMPORTANT: To prevent upgrade failures, please read the following before proceeding with the
upgrade process

® Please upgrade firmware from the local TP-Link official website of the purchase location
for your TP-Link device, otherwise it will be against the warranty. Please click here to
change site if necessary.

® Please verify the hardware version of your device for the firmware version. Wrong firmware
upgrade may damage your device and void the warranty. {Normally V1 x=V1)

Jak zjisti hardwarovou verzi vaseho T Link zafizen(?

e Do NOT turn off the power during the upgrade process, as it may cause permanent
damage to the product.

* Toavoid wireless disconnect issue during firmware upgrade process, it's recommended to
upload firmware with wired connection unless there is no LAN/Ethernet port on your TP-Link
device.

® |t's recommended that users stop all Internet applications on the computer, or simply
disconnect Internet line from the device before the upgrade.

® Use decompression software such as WinZIP or WinRAR to extract the file you download
before the upgrade.

[EL

Daturmn vydani: 2019-12-13 Jazyk: Anglictina Velikost souboru: 7.85 MB

MNew Features/Enhancements:
1. Added 3/4G Mode.

2. Supported SMB V2.

Notes:

For TL\WR902ACIEU) V3.

r-
=
I4¢

Daturm vydani: 2017-08-28 Jazyk: Anglictina Welikost souboru: 7.15 MB

Modifications and Bug Fixes:
MNew Features/Enhancements:

Vidime, Ze mame stejnou verzi firmware, tedy tento krok miiZzeme vynechat.
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Jesté si mGzeme vSimnout, Ze pod tlacitkem ,Kompatibilita® mizeme najit seznam
podporovanych USB modem( 3G/3,75G, které z naSeho WiFi routeru mohou udélat
WiFi sit’ k pfipojeni k Internetu pfes mobilniho operatora, mame-li pfislusny USB
modem a datovou SIM Kkartu.

Vratime se tedy k nastaveni naseho WiFi routeru. Pro zacatek mizeme vyuZzit
nastaveni pomoci Quick Setupu, tedy Quick Setup -> tlaCitko Next

ACT50 Wi-Fi Travel Router
Model No. TLWRS0ZAC

Qulek Setup - Start

T continue, plaase click Me Haxt buton wank in the menu rather than Io s this.
To exit, pisase click the Exit bution. Clck the Next bution 10 continue,

AC750 Wi-Fi Travel Router
Model No. TL-WRS0ZAC

Operation Mode Hel

Operation Mode Quick Selup - Operalion Mode
Wireless Router{Default): In tis mose, the
Notwork cHvice enaties muliple users % sﬂu:Lm
Wireless 2.4GHz Ehaoss Gperation Mode: stk s Al
Wireless Wirnless porl. Wiile connecing 1o Intemet. the
Wireloss SGHz P el Ethemet port works as a WAN port.
Guest Network mods, the
DHGP G Rouer Fulligie users 10 share the Intemet connecton
[ — wia 3G4G modem. The LAN devices shan the
USE Settings sama IP from [SP Bvough Wireless. port. Wiide
| i bk, S connecing 1o intemet, the Exernet port works
Forwarding Back | Mot &5 0 LAN port.
Security
Parental Controls.
Access Control
Advanced Routing
Bandwidth Contral
IP & MAC Binding
Dynamic DNS
IPvE
System Tools
Logout

ACT50 Wi-Fi Travel Router
Model No. TLWRS0ZAC

WAN Connection Type Help

e Quick Setup - WAN Connection Type
The Cuick Setup supports fve popular iypes of
MNotwork connection. To make e (he connecion type
Wireless 2.4GHz The Guick 10 58w 1y o cconding 5 o 18P, your ISP peovides, please refor i the ISP,
Wirloss SGHz ! Iyp your ISP provides, use this opon 1o sllow
the Ouick Setup to search your Intemel
Guest Network. Auto-Detect s ' and
BHEP © Dynamic IP [Mest commen option] determine your ISP configuration. Make surt the
. . cable s secursly plugged inlo the WAN port
USA Setings e cortpuer 8y soting of signing-in. before detection. The apseopiats
o page will be displayed when an acive
Forwarding Bishe s0nvica b5 successiully detectd by e Roulor.
Security Dynamic [P - When the Foulér connecs 1o 4
LaTPRussian LITP DMCP sorves, or the ISP supplies you with
Parental Controls DHCP connection, plaase thoosa s fype. The
PPTPRusslan PPTP Fiousier wil et the IP address automatcaly from
Rocse: For asi: Fussia, Ukraine oic ], please 50 e the DHCP sorver o the ISP If you cheose the
Advanced Routing iy, Dynami IP type.
Bandwidth Contral Mﬂ"-lmls’pmhywm&dﬂ
L ] PPPoE/Russian PPPSE - B you have appled
Back hext ADSL to reaize Dislep sorvice, you shoukd
Dynamic DNS B choote Mis hpe Under this condiion. you
IPvE should il In both the User Name and Password
that the ISP suppled.
u LTP LITP - In tis type, you should
Logout mon ome and P
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o . AC750 Wi-Fi Travel Router
- tp-link Model No. TL-WRS02AC

Quick Setup - MAC Clone MAC Clone Help

MAC{Media Access Control) address i a unique identifier (hat identifies your compuler of device in the networic. Some of ki ettt b
the ISPs may register the MAC address of your compuler which firstiy connects o their sendces, and would not alow the T Ty conoaege W0
Inlienet connéction for any new computer of router. TP-Link router can hilp you o "tone” or replicate the registered MAC
PP ddress of your first computer, 1you a6 arocerto e et your 5P may
not recognize e address of the router
DHGP I most of the cases, Mera s no need 10 clone the MAC address. Bul If you can't gat the Infernet connaction amer Quick and not allow i 10 connect.
Ty Selup, please run it again and clone the MAC address for a try. Howene o - s :‘e
Forwarding 0 No, | do HOT need to clone MAC address., mﬁ“ﬂmmmﬂamn
e ~ YES, I need to clone MAC address. Intemet connection o the router and all the
W Mote: please make sure your current computer is the one initialty connecied 10 your router or ISP's dovice. s e et - N
T —— Ibusion %0 retum 10 the previous page.
Advanced Routing Back Nt

ACT750 Wi-Fi Travel Router
Model No. TL-WR02ZAC

Qperation Mode Quick Setup - Wireless Dual Band Selection Dual Band Selection Help
————l “The intemet sesting is Srished, please choose
Network the winsless band of the router.
Wireless 2.4GHz Ploase soloct or ciear the chock bax o enable or disable a given radio band, Advantages of SGHT:
Wireless 5GHz GHy The SGHz band Is less o be congested.
8z The 24GHz m':rw is much more
Guest Network @ 5aH prone 1o interference, as It is commanty used by
DHCP oilhér wireless networks in the area. 83 well as
- condless phones, garage door openers and
USE Settings ciher home appkiances and consumer products.
Forwarding Back Hext Disadvantages of SGHz:
Security In general, the higher the frequency of a
wirsiess signal, the shorer B8 range. m
Farental Controls 24GHz networks cover a substantially
. range than 5GHz wireless networks. In
A P ' particular, the hightr frequency wirsless signals.
of $GHz natworks da not penetrale solid objocts.
Advanced Routing nearly s well a5 24GHz signals, limiting their
Bandwidth Control JoRch KishiS homas:
IP & MAG Binging
Cynamic DNS
IPvé
System Tools
Logout

ACT750 Wi-Fi Travel Router
Model No. TL-WRSO2AC

Operation Mode Cuiick Setup - Wireless 2.4GHz Wireless Help
o Wirelass Network Nams - Enlas & sting
... - oluplo 3 chaacn. e sams Hae
Wireless 2.4GHz Wireless Network NSTe:  1p.Liri_2003 {Also callod S51D) devices in your network. Tho dafaull
Wireless 5GHz SSID s set o bo TP-Link ol TP
e T — 3 four of each
Guest Ntwork Seouy Ll o K HEE
e WAz Recomwiendid MAC address), which can ensure your
DHCP o PR | ) wireless network security. Bul it is
s e Wirsless Password 10757246 recommended strongly that you change
USE Seitings your etworks name (SSID) 10 a dfferent
————— Erim e a6 Ty or value, This value s case-sorsitive. For
Forwarding between 8 and 4.} cxanpl, WYSSID s HOT the sama as
Securlty Py R i e
Trequency band the radio will work on,
o FucoiiCopml. | {3 More Advanced Wirsless Setiings Ihere a8 two bands you can choose!
—etl o \coess Control Band 24GHZ m ﬂ&‘ please m#nwumm
Advanced Routing Mode:  1lbgn mined a of local government and  your
Bandwidih Control Channelidt  mts @ e s e e e
IP & MAC Binding Channel:  Auto ] on.
PO oo o Channel Width - The bandwidh of the
Dynamic DNS 5
. S e Ivieu N oo oL
_ Back ] Nem e L
Systam Tools Al ks Yo iy oents
_ SpmmTocs @ | s
Logout pain. If you select auto, then the AP wil
select the best channel sutomatically
Wou can ssiect one of the Tollowing securty
optons:

o Disable Security - The wireless security
function can bo enabled or disabled. It
disabled. tho wirsless stalions wil bo
abie o connect the Router withou!

W &5 recommended stongly
hat you choose one of following oplions
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Zde je, samoziejmé, nutné ponechat jak WPA2-PSK, tak zménit jak SSID, tak heslo
k nému. Vyberme jako Skolni pfiklad FBMI24GHzKH a 1234567890123. Takhle
bychom, samozrejme, ani SSID a uZ vibec ne heslo nevolili, ale bude se nAm s tim
|épe dale pracovat.

o < ACT750 Wi-Fi Travel Router
- tp-link Modal No. TL-WRS0ZAC
Operation Mode Cluick Setup - Wireless 2. 4GHz
» Wireless Network Name - Enler a string
HNetwork of up to 32 characters. The same Name
(SSID) must be assigned to all wireless
Wireless 2.4GHz Wireless Network Name:  FaMIZAGHZKH (Also called SSID) devices in your network. The default
Wireless SGH SSID is set 1o be TP-Link_oocefor TP-
ikt ) Link_oxxx_SG)(ooc indscates the last
Guest Network Security: m«owmumm
WPAZ (Recommended) ‘address), which can ensure your
DHCP e e wireless network security, But it Is
Wirsless Password hat
USE Settings (Entar ASCHI hetesan® ahd 63 or )ﬂlm&sml:[s&mmum
Forwarding Betwen 8 and 64,) example, MYSSID is NOT the same as
o
Security Disabls Wirslans Sacucky « Band - This fleid dstermines the
frequency band the radio will work on,
Parental Controls [ Mare Advanced Wireless Sattings e o v bonde you o hooes:
4G or pleass up suitable
Access Control Bang: Z4GHz trequency band according o the policy
Advanced Routing Mode:  1ibgn mined a ol grveTaRal and o
Channel Wigth:  Aut e Mode - This fiek determines the
Banawidth Control . o . o
IP & MAC Binding Channak:  {_fasto 8
= Chaninel Witth - The bandwicth of the
Dynamic DNS 8
» Channel - This fieid
1PvE Back ] Nt ) will be used. It is nat
necossary to change the wireless
System Tools ehannel Lnless you nolice interference
with another acce:
Logout point. If you select aulo, then the AP wil

Podobné nastavime i parametry pro 5GHz:

o : ACT50 Wi-Fi Travel Router
- tp-link Model No. TLWR902AC

Operation Mode Quick Setup - Wireless 5GHz Wireless Help
= Wireless Network Nama - Enter a string
g fupio 32 characars. The same Name
ID) must be Assigned to all wireless
Whdloes 2tz Wirgless Network Name:  FaMISGHZKH {Atso called 5310) devices in your network. The default
SS5ID i sel 1o be TP-Link_xocx(or TP-
Yiekees et Link_sxxoo:_5G| Indicates the last
Guest Network Securly: unique four characters of each Router's
© WPAZPSK [Recommended) MAC address), which can ensure your
DHCP wieless network security. But 0 s
Wireless Password 7894561230123 recommended strongly that you change
USh Setirgs (Enter ASCI characters between B and 63 or Hexadecimal characters o T Tame S50k 2 el
Forwarding between & and 64.) example, MYSSID Is NOT the same as
~ Disable Wirele: MySsid,
Security i o 4 « Band - This field determines the
frequency band the radio will work on,
Famail Coniiols £ Mora Advanced Wiraless Sattings e are o bands you cn chocss:
Cotes Contc) Band:  SGHz mqnuumx:uwmm
Advanced Routing Mode:  Mainfac mined =] mmm and  your
ndwid! ontrol Channel Width:  Aute a = Mode - This fleid determines the
& Ll s wireless mode which the Router works
IP & MAC Binding Channet:  Auto a
= Channel Width - The bandwidth of the
Dynamic DNS wirgless
« Channel - This field determines which
1Pve Back ] Mot ] ‘operating frequency will be used. It ks not
necessary 10 change the wirthess
Syslom Tooks channel unless you notice
probdems with another access
Logout point. If you select auta, then the AP will
select the best channel
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Nastaveni ulozime:

ACT50 Wi-Fi Travel Router
Modsl No. TLWRS0ZAC

Quick Setup - Confirm

Confirm Help

The Quick Setup is complete. Plsase confirm all parameters below. Click BACK 10 modify any setings or chck SAVE 1o

Nyni se musime pfipojit uz na nasSi novou WiFi sit s SSID ,FBMI24GHzKH" a

S your

Parameters Summary:
Connection Type:

Wirnless 2 4GH

Dyramic IP

Eradied

Channet:

Mode:

‘Channel Width:
Securty:

Wireless Password:

Aute

11bgn mixed
Auta
WPAZ-Personal
1234567890123

Eradied

Autn
Tanisc mixed
Auta
WPAZ-Personal
TRO4561230123

fuk ). few ]

Pleass confinm all parBMates.

Cick the Save bution o save all he
paramuters. or B Back button to retum to the
previous page.

mdzeme se podivat na status, kde vidime prehladné nastavené parametry:

Otp»link
|

ACT50 Wi-Fi Travel Router
Modal No. TL-WRS0ZAC

Status

Wireless 2.4GHz

Wireless 5GHz

WAN

System Up Time:

: 0.9.1 0.3 v0089.0 Bulld 191018 Rel 34369n(4555)
: TLAVRS0ZAC v3 00000001

DEOTBEES 2093
182,168.0.1
2652552550

Router
FBME24GHZEH
11bgn mixed

Aute{Chanrel 3)

D807 BEES:20093

Router

FEMISGHZKH
Hainiac mixed
Aute{Chanmed 36]

DE:07 BEES 2092

D&:07-BEES20:94
10.0.1.116{Dynamic IP)
255.255.255.0
001,138
10.0.1.1330.000

0 day(s) 01:20:34 Refresh
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Status Help

The Status page displays the Route's curment
stalus and Al

only.

LAN - The following paramelers apply 10 the
LLAN part of the Router. You can configure them
an the Network -> LAN page.

the. A LAN.

= IF Address - The LAN IP addrmss of the

Fouter,

« Subnet Mask - The subnet mask

associated with LAN IP address.
Wireless - These are the cufrent seings of

i he Wiraless -> Basic Settings page.

= Operation Mode - Indicates the mode
‘which the device is working on.

» Wirsloss Radio - Indicates whather the
wireless radic featwre of the Router is

or disabled.
. - Tha SSID of the Router.
= Mode - The curant wirsless mode which
the Router works an.
= Channal - The curent wirsless channal

In use,
= Channel Width - The bandwidth of the

* MAC Address - The physical addnss of
the Router, a5 seen from the WLAN,

WAN - The following parameters apply 1o the
WAN ports of e Rouler. You can configure
them in the Network -> WAN page.

= MAC Address - The physical address of

the VAN port, as seen from the Intemel.

= [P Address - The current WAN (Intemet}
Address. This

i
g
5
i

H
i
i
H



Donastavime nasledujici parametry:

Zakadzeme WPS jak pro 2,4GHz, tak pro 5GHz:

AC750 Wi-Fi Travel Router

Model No. TL-WR902ZAC

Status
Quick Setup
o Wi-Fi Protected Hel
ey WPS (Wi-Fi Protected Setup) Setup Help
——eeeed WPS function will help you add a new device to
Metwork the network quickly. if the new device supports
Wi-Fi Protected Setup and Is equipped with a
WPS:  Enabled Disable configuration button, you can add it to the
- Basic Settings network by pressing the configuration button on
the device and then press the bution on the
-WPS Curent PIN: 10757246 Restore PIN | Generate New PIN | Rouler within two minutes. The status LED on
. the Router will be on for five minutes if the
- Wireless Security Disable device PIN device has been successfully added io the
network. If the new device suppors Wi-Fi
- Wireless MAC Fliterin, Protected Setup connecion using
- Wireless Advanced 1 0K oW Sans; Adadevice. m.mmm’?ﬁnmﬂm
the Router's PIN.
- Wireless Statistics
+ WPS Status - Enable or disable the
Wireless 5GHz 'WPS function here.
o — = Current PIN - The cument value of the
Guest Network Router's PIN displayed here. The default
N ——— PIN of the Router can be found in the
DHCP Iabel or User Guide.
_— + Restore PIN - Restore the FIN of the
USB Settings Router 1o its detault
« Generate New PIN - Click this button,
Forwarding and then you can get a new random
Security value for the Routers PIN. You can
—_— ] ensure the network security by
[Parental Controls generating & new PIN.
—_— « Add Device - You can add the new
Access Control device to the existing network manually
—_— by clicking this button.
A s The WPS function be configured if
R Note: cannot
Bandwidth Control the Wireless Function of the Router is disabled.
=y Binding thnﬁwmlnmmh
Dynamic DNS
1PvE
System Tools
Logout
T

o : AC750 Wi-Fi Travel Router
o= tp-link Model No. TL-WR802AC

WPS (Wi-Fi Protected Setup) Wi-Fi Protected Setup Help

WPS:  Disabled Enable configuration button, you can add Rt to the
- Basic Settings network by pressing the configuration button on
the device and then press the button on the
-WPS Current PIN: 10757246 store PN | ceneratenew e | Router within two minutes. The status LED on
the Router will be on for five minutes if the
- Wireless Security Disable device PIN device has been successfully added o the
network. If the new device supports Wi-Fi
=Wimista MAG Elbwring PRI ) Protected Selup and e cORNECHon way using
L © __ hoddoncs | FIN, you can add it 1o the network by entering
Wireless Advanced the Router's PIN.
- Wirsless Statistics
— + WPS Status - Enable or disable the
Wireless S5GHz WPS function here.
Ty —— = Current PIN - The curent value of the
Guest Network Router's PIN displayed here. The default
PIN of the Router can be found in the
DHCP labed or User Guide.
T —— « Restore PIN - Restore the PIN of the
USE Settings Router 1o its default,
» Generate New PIN - Click this button,
Forwarding and then you can get a new random
Security valug for the Routers PIN. You can
_ ] ensure  the network security by
Parental Controls qgenerating a new PIN.
e it « Add Device - You can add the new
Access Control device to the existing network manually
—— clicking this button.
Advanced Routing &
Note: The WPS function cannol be configured if
Bandwidih Control the Wireless Function of the Router is disabled.
F e Sodng mmmnws £
Dynamic DNS
IPvE
System Tools
Logout
|
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AC750 Wi-Fi Travel Router
Model No. TL-WRS02ZAC

Status

Quick Setup
Operation Mode
Network
Wirelass 2.4GHz

- Basic Seitings
-WPS
- Wireless Security

- Wireless MAC Filteringll

- Wireless Advanced
- Wireless Statistics
Guest Network
DHCP

USB Settings
Forwarding

Security

Parental Controls

Access Control

Advanced Routing

Bandwidth Control
IP & MAC Binding
Dynamic DNS
1PvE

System Tools
Logout

Otp-link
b |

WPS (Wi-Fi Protected Setup)

WPS!

Current PIN:

Add a new device:

AC750 Wi-Fi Travel Router
Model No. TL-WR302ZAC

Enabled Dizable

10757246 Restore PIN

Generate New PIN |

~| Disable device PIN

Add device

873
i
g%
0
g2
§3

Status

Quick Setup
Operation Mode
Network
Wireless 2. 4GHz
- Basic Settings
-WPS

- Wireless Security

- Wirgless MAC Filteringll

- Wireless Advanced
- Wireless Statistics
Guest Network
DHCP

USB Settings
Forwarding

Security

Parental Controls
Access Confrol

Advanced Routing

Bandwidth Control
IP & MAC Binding
Dynamic DNS
1PvE

System Tools
Logout

WPS (Wi-Fi Protected Setup)

WPS!

Current PIN:

Add a new device:

Disabled Enable

10757246

Disable device PIN

—toddever ]

the device and then press the button on the
Router within two minutes. The status LED on
the Router will be on for five minutes if the

added to the

?
:
:s
g
5

Pokud WPS casto pouzivame a chceme, alesponi zménime PIN od vyrobce a
pouzijeme néjaky jiny.
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Dale nastavime sité pro hosty pro 2,4GHz a 5GHz:

eee M < > L} 192168.01

o : ACT50 Wi-Fi Travel Router

-5 tp-link Model No. TL-WRSOZAC

Gperaton Mode Guest Network

Network

Wireloss 2 4GHz Allew Guasts To Access My Local Network:  Disable a
Wireless SGHz Guest Network lsolation:  Disable e
B S
DHCP

USB Settings

Forwarding Band Select  RaGHz a
Securty Gosst Network:  Enabin @ Disable
Parental Gontrols Nebwork NBme: 75 Link_Guest_2083
Access Control s S e 2

Advanced Routing Securty;

Bandwidin Cantrol sconTon: (Sowtie @
1P & MAC Binging ik the schedule tabis o Use e ‘Add b

Dynamic DNS. he ‘the Router. Ty by “System Tools -> Time Semngs”.

Wirsless Schedule: Erable © Disable

Apply To Stast Time End Time
Fndh Dy

k2fEfES §

ACT50 Wi-Fi Travel Router
Modal No. TL-WRS02AC

Quick Setup

Operation Mode Guest Netwark

Network

Wirloss 2. 4GHZ Alkrw Gotsts To Acoess My Local Network:  Enatéa a

Wireless SGHz Guost Network Isolaton:  Enaie a
_ Guest Network Bandwidih Conrck  Disabie -]

DHCP

USS Settings

Band Select:  2.40Hz a

= GuestNetwork: @ Enabie ~ Disabie

Parental Metwork Name:  FRzaGHzRHGUes

“Accens Control Max Guests number g3

Advanced Routing Secufy.  WPATWPAZ - Personal a

Bandwidih Conrel Bugwetcaton Type:  WRAZ-PSK @

P & MAC Binding Srenplon:  _aex 8

NS Wireloss Passwort: 1473583690123
5 ! Dotween & and 53
Grop Kiey Update Period: o {s4c0nds, minkrwm i 30, 0 means no update)

Accoss Time:  Schedule a
ik e scheduls table of L38 ihe 'Ad Btion to chaxss

The tir “System Tools -» Time Sattings”.
Wheless Schedule:  Enable @ Disable
Appiy To Start Time End Time.

LS - S - R B - o)
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.
{
i
)
§
2
8
&

i your
= Max Guests number - Madmum
Sﬂm-'s-mw- can configure the
. =
‘security of Goest Netwerk
» Access.
o Timeout - If the countiown fimes
hits Quest network wil
cose.

Guest Network Wireless Settings

You ﬂmmm Metwork Wirsless




ACT50 Wi-Fi Travel Router
Model No. TL-WRS02AC
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e Guest Natwork Guest Network Wireless Settings
You can configue Guest Metwork Wirskess
Network Setings on ths
Wireless 2 4GHz Alow Guests Ta Access My Local betwork:  Enatie a » Allow Guests To Access My Local
T Network - enabied, guests can
‘Wirsless SGHZ Cuest Network Isclation:  Enstie a with heosts.
_ Guest Network Bandwidth Control:  Disabie ] * r,-"f:mm"'#—
DHCP el e
i Control - If enabied, the Guest Network
USB Settings Gonirod rules will taie offect.
Forwarding Band Select:  5GHz a o Guast - o
Security Gt Network,  QEnatin  Dinable Cheble Y Lt Bk ol e
b Network Name - o
Parental Contols i) S T
. Contro Max Guosis rumber: 33 ma““‘-mm
r Secumy  WRATWPAZ - Parsenst a - Max |‘-n number - Mawmum
Authectication Type:  wRazPEk @ = Security - You can confgum e
Bandwidih Gontrol ; ‘sacurty of Guest Natwork hare.
Encryption:  AES a = Access Time
IP & MAC Binding & o Timeout - i the counsdown Bmer
Dynamic DNS ¥ RSN hits zem, guest reteork wil
i ] o Schadule - Doring this tme e
3 wieless statons could  nat
System Tooks Geoup Koy Updin Parod: g (mcornss, minim 5 30, 0 means no update) L
Logout Nots:
Access Tme:  Schedde @ The range of bandwidth for Guest Netwerk is
Aag peeica you need g
i ey e ; Conteol on the page Bandwidth Control->Contiol
Vireloss Schaduie: Erabls  ©Disable



3 Ukoly a naméty pro dal$i studium

1) VyzkouSejte vySe uvedena nastaveni a zamyslete se nad tim, proC jsou tato

2) Za pomoci manualu a emulatord na webu vyrobce (viz tlacitko ,Emulatory*)
projdéte vSechna bezpecCnostni nastaveni a zkuste porozumét jejich smyslu.
Vyznam dohledejte z kvalitnich vefejné dostupnych zdroj.

This site uses cookies. By continue to browse the site you ere agreeing 1o our uses of cookies: Don't show again Learn more.

.'o tp-link DOMACI SiT CHYTRA DOMACNOST BUSINESS ISP Gk
(2) Kestazen Stahnout pro TL-WR902AC V3
|
@ Gasto kladené dotazy Prosim zvolte si hardwarovou verzi: i
V3 v I
@ Forum technické podpory > Jak zjisti hardwarovou verzi vaseho TP-Link zafizen(?
Kontaktowini tachnicks Modely a hardwarové verze se iS5 v zavisloti na regionu. AC750 Bezdratovy router na
podpory Prosim ujistéte se o detailech pokud zvaZujete nakup. cesty
TL-WRS02AC
Seznam kompatibility Product Overview
TL-WR902AC(EU)_V3_Datasheet £
@ Emulétory TP-Link Dokument

Portable Router(EU2-16Langagues) =
}_Quick Installation

@ Centrum kadd GPL

router{EU1-13Languages

TL-WRB02AC(EU)_V3_Quick | tion Guide =
TL-WRB02AC(EU)_V3_User Guide £

PETTE | necostesicotazy || Fimware [ Kompativilta

[ oprcode || Emustory |

Setup Video

What should | do if | cannot access What should | do if | cannot access
the internet? - Using a DSL modem the internet? - Using a cable modem
and a TP-Link router and a TP-Link router

If you can't access the internet using a DSLr If you can't access the internet using a cable

Zjistit vice o' Zjistit vice 4"
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